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DESCRIPTION

USAGE AREA

SPECIFICATIONS

DIMENSIONS

Clay Bar Pad is for professional use and it is being used with the machine. It is developed to replace the 
traditional Clay Bar. Clay Bar Pad provides a shiny and smooth surface by effortlessly removing stubborn dirt, 
spatters and residues such as resin, tar and metal particles that cannot be removed by traditional cleaning 
processes on the painted surfaces of automobiles. 

Clay Bar Pad, which is used extensively in the auto detailing, auto paint and car wash industries, gives faster, 
effortless, more effective and efficient results compared to traditional clay bar. It can quickly and 
eeffortlessly clean the powders, particles and residues formed on the unpainted surfaces of the vehicles 
after the painting process without the use of a polishing sponge and very fine abrasive/sandpaper. 

Clay Bar Pad is used extensively in the auto detailing, auto paint and car wash industries. It is especially 
used for the fast and effortless cleaning of spray paint, powder paint, particles, resin, tar and similar 
residues on the vehicle surface during detailed cleaning of new and used vehicles. The product is used on 
surfaces such as glass and chrome as well as painted and unpainted surfaces.

• It has an extremely easy and practical use; it saves considerable time, energy and cost.
• Requires polishing machine and soapy water for use. It is sufficient to apply only with soapy water.
• It is recommended to use with soapy water and low speed.
• No additional cleanser is required during the application.
• Washable and reusable.
• It gives an original appearance to the applied surface.
• It d• It does not leave stains and does not fog / mist.
• Before applying, clean thoroughly both the vehicle surface to be cleaned and the clay side surface of the 
  pad with water.
• Then clean the vehicle surface with a clay pad (cleaning pad) without applying too much pressure on it.
• The surface should always be moist and wet to obtain a good result.
• The product should not be exposed to direct sunlight for a long time.

Clay Bar Pad (Used with the machine): 
Diameter: 150 mm
Thickness: 13 mm
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